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MC ENTERPRISE #300 FLOORBOARDS FOR GL1100

Place bike on center stand with kickstand down.

Mount boards onto left and right side rails. Left side rails has a shifter clevis welded on to hold
aluminum shifter. Use %-28 x 2-inch hex bolts and lock nuts. Use % inch flat washers on both
ends.

Remove both driver floorboards. These pegs will not be used.

Replace lower engine bolt with the longer engine stud from the kit. Position the stud so that the
right end is flush with the right side of the engine. Do not put nuts on at this time.

Remove rubber grommet on the end of the stock shifter.

Slide right floor board assembly into position. Rear bracket mounts onto driver footpeg bolt
location.

Place 1 % x 5/8 x 3/8-inch spacer in between frame and rear mounting bracket and start stock
footpeg bolt onto frame.

Position front mounting hole of footboard assembly. Press engine stud through. Now position
engine stud flush with the left side of engine block.

Install exhaust hanger support bracket and nearest exhaust header bolt. Use new % -20 x %-
inch hex bolts, flat washers, lock washers and crown nuts on bracket to floorboard frame.
Slide left floor board assembly into position. Rear bracket will mount onto driver footpeg bolt
location.

Place 1 % x 5/8 x 3/8-inch spacer in between frame and rear mount bracket over the bolt. Now
position rear bracket over the footpeg stud. Use new 12mm nut in hardware package.

Position front footboard mounting bracket hole over engine stud.

Draw stud through the hole. Place stock lock washers over both ends of studs and start nuts
Repeat number 9.

Place nylon shoulder bushing into new shifter and install in position on foorboard assembly. Use
3/8-24 lock nut.

On most Gold Wings, new fork shift unit bolts on new shifter between shifter and engine. Use
10-32 x 7/8-inch button head screws and locknuts.

Tighten shift lever securely.

If desired, line up rubber footpad and plate on stock brake pedal, mark and drill holes to mount
new footpad. Use % -20 x 1-inch hex bolts and lock nuts.

Install heel rest (solid 5/8 x 2 ¥ inch bar welded to bracket) above right rear board bracket
mount.

Install kickstand extension.

NOTE: IT IS ADVISABLE TO RECHECK PERIODICALLY THE SHIFT FORK BOLTS
FOR TIGHTNESS TO INSURE POSITIVE SHIFTING.



