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PARTS SUPPLIED

(1) FLOORBUARD ASSEMBLY (2) %-20 x 1" FLAT HEAD SCREWS
(1) SHIFT LEVER AND FORK (2) %-20 LOCKNUTS (KEP NUTS)
(1) 7/16-20x11 3/4" ENGINL STUD (4) %4-28 x 2" HEX BOLTS
(1) -KICKSTAND EXTENSION (4) %4-28 LOCKNUTS
(2) 7/16-20 NUTS {10) % SAE FLAT WASHERS
(1) BRAKE CLEVIS, PIN, COTTER PIN (2) %-20 x 3/4 HEX BOLTS
(2) 1%" DIA. X 5/6" 1.D. X 3/8" THICK SPACLRS (2) 4" LOCK WASHERS
(1) 12MM NUT (2) %-20 CROWN NUTS
(2) EXHAUST HANGER SUPPORT BRACKLT (1) HEEL REST
(3/16" x 3/4" x 3%" LONG) {1) METAL BRAKE PAD PLATE
(1) 3/8-24 x 23 HEX.BOLT (1) RUBBER BRAKE FOOTPAD
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(2] NYLON SHOULDER BUSHINGS i

BRAHE PEDRAL
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. REMOVE BRAKE LIGHT SWITCH SPRING AND CUT ONE END AS SHOWN IN FIGURE E.

REJOIN END INTO A NEW NOOK SO THAT FINISHED SPRING LENGTH IS REDUCE TO FIGURE 3.
REMOVE RIGHT SIDE COVERS.

REMOVE COTTER PIN AND CLEVIS PIN (A) FROM REAR OF BRAKE PEDAL.

REMOVE ORIGINAL CLEVIS (C) FROM MASTER CYLINDER AND REPLACE WITH OUR LONGER CLEVIS.
IT MAY BE EASIER IF YOU FIRST REMOVE MASTER MOUNTING BOLTS (B) SO THAT MASTER CYLINDER
MAY BE RAISED SLIGHTLY.

. REASSEMBLE AS SHOWN IN ILLUSTRATION BUT DO NOT REMOVE COTTER PIN AND DO NOT YET TIGHTEN 10MM NUT.
. BRAKE PEDAL ADJUSTMENT BE COMPLETE [WHEN] OTHER FOOTBOARDS ARE INSTALLED.
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